
Client: _______________________________

Project: ______________________________

Specifi er: _____________________________

Type: ________________________ Qty: ____

ArcSource Inground 24MC ™

Category: ArcSource Inground

FEATURES:

• Input Voltage: 100-277VAC 50/60Hz
• Power consumption:  65W @ 230V +/- 10%
• Light Source: 6 x 10W MC LED‘s
• Delivered Lumen: 1542lm @ 7°
• Projected LED Life: 60,000 Hrs
• Lumen Output Per Foot: n/a
• Control: DMX Controller
• Housing:

Cast Aluminium 
Stainless Steel Flange 
Glass cover/ Anti-Skid glass option

• Fixing Method: External Sleeve
• IP Rating: IP68 (1m - 3ft)
• IK Rating: IK10
• Operating Ambient Temp: -20°C/+50°C (-4°F/+122°F )
• Certifi cation:  ETL / cETL, CE, RoHS
• 5 Year Warranty
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Category: ArcSource Inground

Connection Scheme:
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Reducing seal 5-9mm
Standard 6-12mm

2

Cable gland clamoing range:

Technical features of the ABB terminal blocks
Type: DS 2,5 / 10.4L (4 Spring mini blocks)

Power Connection

NL

Wire Stripped Length
Wire Rating / Gauge

Rated Current
Rated Voltage

Parameter

EU

US

Brown

Black

Blue

White

Green / Yellow

Green

This device falls under class one and must be grounded

DMX Connection

9.5mm
12AWG2.5mm /A2

15A24A
600V800V

UL/SCAIEC

+ 0 -

Data + Data Ground (Shielding) Data -
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Category: ArcSource Inground

Electrical Input Voltage 100-277V AC 50/60 Hz
%01 -/+V032 @ W56noitpmusnoC rewoP

In Rush Current TBC
Op�cal Light Source 6 x 10w Mul�-Chip LEDs

K0036 WC = WWBGR
K0017-K0072WS

K0036WP
etihW tramS ,etihW eruP ,etihW / eulB / neerG / deRslennahC DEL

Beam Angle Standard (7°, 24°, 34°, 42°x7°, 7°x42°), AntiSkid (16°, 28°, 33°, 42°x16°,16°x42°)

)F°77 / C°52 @07L ( srh 000,06ecnanetniaM nemuL detcejorP
Control Interface Protocol DMX512

ygolonhceT XMRC oidaR nemuL)yrosseccA lanoitpO( XMD sseleriW
15XMD ytraP drihT yna ro slortnoC gnithgiL silonAmetsyS lortnoC 2 Controllers

Power Supply Integral
Stand Alone Control Yes

7.51 x 6.21øsehcnIlacisyhP
004 x 023ømm

1.04sbl
2.81gk

High Pressure Die-Cast Aluminium Body - Stainless Steel Flange
Tempered Glass

nI + )42GWAx2( 1+61GWAx3 - YHCY9iLsnoitcennoC dna elbaC erutxiF tegral Junc�on Box
Fixing Method External Sleeve
Adjustability Motorized Tilt +/-15°
IP Ra�ng IP68 (1m - 3�)
IK Ra�ng IK10
Cooling System Convec�on

) F°221+ / F°4-( C°05+ / C°02-erutarepmeT tneibmA gnitarepO
Opera�ng Temperature TBC

Cer�fica�on Lis�ngs ETL / cETL, CE, RoHS

Accessories

Housing

Subject to change without no�ce - please contact Anolis for clarifica�on
Descrip�on

Top Installa�on Cover

Width x Height x Depth

Weight

Product Specifi cation:
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Category: ArcSource

For foot Candles divide lux by 10.7Photometric Data:

Total Luminous Flux: 1542lm

ArcSource Inground 24MC - 7°

Total Luminous Flux: 1534lm

ArcSource Inground 24MC - 7° - 5° Tilt

Total Luminous Flux: 1531lm

ArcSource Inground 24MC - 7° - 15° Tilt

Total Luminous Flux: 1530lm

ArcSource Inground 24MC - 7° - 10° Tilt
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Category: ArcSource

For foot Candles divide lux by 10.7Photometric Data:

Total Luminous Flux: 1353lm

ArcSource Inground 24MC - 24°

Total Luminous Flux: 1352lm

ArcSource Inground 24MC - 24° - 5° Tilt

Total Luminous Flux: 1360lm

ArcSource Inground 24MC - 24° - 15° Tilt

Total Luminous Flux: 1362lm

ArcSource Inground 24MC - 24° - 10° Tilt

SPECIFICATION SHEET

Ref: ArcSource Inground 24MC  Page 5 of 8

ROBE lighting s.r.o, Palackeho 416 757 01 Valasske Mezirici, Czech Republic. Tel: +420 571 751 500 - Fax: +420 571 751 515 - E.mail: info@anolis.eu

www.anolis.eu | www.anolislighting.com
 V7 - 9-11-2018 



Category: ArcSource

For foot Candles divide lux by 10.7Photometric Data:

Total Luminous Flux: 1271lm

ArcSource Inground 24MC - 34°

Total Luminous Flux: 1269lm

ArcSource Inground 24MC - 34° - 5° Tilt

Total Luminous Flux: 1248lm

ArcSource Inground 24MC - 34° - 15° Tilt

Total Luminous Flux: 1265lm

ArcSource Inground 24MC - 34° - 10° Tilt
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Category: ArcSource

For foot Candles divide lux by 10.7Photometric Data:

Total Luminous Flux: 1500lm

ArcSource Inground 24MC - 42°x7°

Total Luminous Flux: 1454lm

ArcSource Inground 24MC - 42°x7° - 5° Tilt

Total Luminous Flux: 1473lm

ArcSource Inground 24MC - 42°x7° - 15° Tilt

Total Luminous Flux: 1484lm

ArcSource Inground 24MC - 42°x7° - 10° Tilt
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Category: ArcSource

For foot Candles divide lux by 10.7Photometric Data:

Total Luminous Flux: 1500lm

ArcSource Inground 24MC - 7°x42°

Total Luminous Flux: 1434lm

ArcSource Inground 24MC - 7°x42° - 5° Tilt

Total Luminous Flux: 1446lm

ArcSource Inground 24MC - 7°x42° - 15° Tilt

Total Luminous Flux: 1470lm

ArcSource Inground 24MC - 7°x42° - 10° Tilt
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